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IQ 532ª  Laser System
Specifications
Wavelength: 532 nm Green

Weight: 9.0 kg (19.2 lb)

Dimensions: 30.5 cm x 35.6 cm x 21.4 cm 
(12 in W x 14 in D x 8.5 H)

Connector Type: RFID | Resistor

Electrical: 100Ð240 VAC, 50/60 Hz

Cooling: Air/TEC cooled

Exposure Duration: CW-Pulseª : 10 ms Ð 3000 ms or CW to 60 seconds
Exposure Interval: CW-Pulse: 10 ms Ð 3000 ms or single pulse

MicroPulse  ̈Duration: MicroPulse: 0.05Ð1.00 ms
MicroPulse  Interval: MicroPulse: 1.00Ð10.00 ms

Aiming Laser: Diode laser, 635 nm nominal

Delivery  Device TxCellª : 0-2000 mW
Power Output: SLA: 0Ð2000 mW 

LIO: 0Ð2000 mW
EndoProbë : 0Ð2000 mW
OtoProbeª : 0Ð2500 mW

Specifications are subject to change without notice.   EndoProbe, IRIDEX, the IRIDEX logo and MicroPulse are registered trademarks and TxCell, IQ 532, DualSense, OtoProbe 
and CW-Pulse are trademarks of IRIDEX Corporation. All other trademarks are the property of their respective owners.
Products are covered by one or more of the following U.S. patents: 5,511,085; 5,982,789; 6,327,291; 6,540,391; 6,733,490; 7,766,904; 7,771,417;  7,909,816; 5,997,498; 
6,073,759; 6,092,898; 6,217,594; 6,494,314; 6,585,679; 6,726,666; 6,800,076; 6,866,142; 7,537,593; 8,177,777; 783783; 69530497.6; KR 348012; 0904615; 69706541.3; 
CA 2331837;  AU 759193; J P 4149670; EP 1009684; CA 2286002; JP 449444; JP 4570696; JP 4819754; JP 5123973; JP 5133069.
Other U.S. and international patents pending.

LASER RADIA TION
AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCA TION

CLASS 4 LASER PRODUC T
T

(IEC 60825-1:2007)

 = 532 nm PO = 5 W
 = 635 nm PO = 1 mW
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